
PreciMIX
PNEUMATIC ADDITIVE PUMP
For aircraft refuelling PreciFUEL

  FEATURES   
• Compact design
• Self priming
• 100% monitored

- VISIBLE FUNCTION + FLOW
- METER AND PUMP ALL-IN-ONECOMPACT! 

ORIGINAL 
SIZE!

169 mm

4.2 kg
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Dosing pressure [bar]
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Sump Pipe Ø 15

Filter 10 µm

Float

Optical Sensor

NMS  1A SR

Alternative to Float 
LMS  1D SR

Namur

Namur

Reqiured pressure 
see above diagram 

PreciBUS

PreciNODE

Filter mesh size
250 µm max.

Pipe Ø 10
Check valve

Injection point
Line pressure 
≤ 10 bar
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High Performance

Standard performance

PreciMIX
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PRESSURE DIAGRAM

PreciMIX 
Is an air operated piston pump which combines 
measuring and pumping in one device. 
With a transparent glass cylinder the function and 
flow can is fully visible. Since each pump stroke 
is monitored by an integrated NAMUR sensor and 
the tank is checked for low limit by float or optical 
sensor the operation is absolutely reliable and 
certified. 

PreciMIX is integrated in PreciCONTROL and 
operated by the FUELmaster. 

MAX. FLOW RATE

PreciMIX INSTALLATION 

Injection pressure 4-10 bar

Necessary pn. pressure 5-7 bar

Weight 4.2 kg

FF 25/71 micro filter       10 µm mesh size

Self-priming                   yes

Size D x H                       100 mm x 169 mm
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